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INSPECTION AND MAINTENANCE: GENERAL NOTES:
THE CONTRACTOR SHALL INSPECT ALL EROSION CONTROL AND WATER POLLUTION CONTROL DEVICES ONCE A WEEK 1.  ALL EROSION AND SEDIMENT CONTROL MEASURES ARE TO BE PLACED PRIOR
AND WITHIN 24 HOURS OF EVERY RAINFALL. THE CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTENANCE, TO TO OR AS THE FIRST STEP IN CLEARING.
INCLUDE BUT NOT BE LIMITED TO: REPAIR, RESET, MUCKING, REPLACEMENT, OF ALL TEMPORARY EROSION CONTROL
AND WATER POLLUTION CONTROL DEVICES UNTIL PERMANENT EROSION CONTROL IS ESTABLISHED AND THE 2. THE CONTRACTOR IS RESPONSIBLE FOR INSTALLATION OF ANY ADDITIONAL
PROJECT HAS BEEN COMPLETED AND ACCEPTED. MAINTENANCE OF EROSION CONTROL AND WATER POLLUTION EROSION CONTROL MEASURES NECESSARY TO PREVENT EROSION.
CONTROL DEVICES SHALL BE INCIDENTAL AND CONSIDERED PART OF THE UNIT COST.
3. ANY AND ALL DISTURBED AREAS SHALL BE PERMANENTLY STABILIZED WITH
CONSTRUCTION SITE VEHICLE EXIT LOCATIONS MUST BE INSPECTED FOR EVIDENCE OF OFF-SITE SEDIMENT SOD. SEEDING WILL NOT BE ACCEPTED. REFER TO SPECIFICATION 31 20 11.
TRACKING ONTO PAVED SURFACES. TRACKED SEDIMENT MUST BE REMOVED FROM ALL OFF-SITE ROADS, WITHIN 24
HOURS OF DISCOVERY. CONSTRUCTION SITE VEHICLE EXIT LOCATIONS SHALL BE RELOCATED AS NECESSARY 4. CONTRACTOR EQUIPMENT, MATERIALS, AND WORKMAN ARE NOT PERMITTED
DEPENDENT UPON PHASING. ONTO THE CEMETERY GROUNDS OR GRAVESITE AREAS. ALL CONTRACTOR
ITEMS MUST REMAIN ON PAVEMENT OR IN PRE-APPROVED STORAGE AREAS,
ALL SILT AND STRAW BALE FENCES MUST BE REPAIRED, REPLACED, OR SUPPLEMENTED WHEN THEY BECOME NOT WITHIN BURIAL AREAS OR ON GRAVESITES. NO SMOKE BREAKS OR
NONFUNCTIONAL OR THE SEDIMENT REACHES 1/3 OF THE HEIGHT OF THE FENCE. THESE REPAIRS MUST BE MADE LUNCH BREAKS IN GRAVESITE AREAS.
WITHIN 24 HOUR OF DISCOVERY.
TEMPORARY DRAINAGE DURING CONSTRUCTION IS THE CONTRACTOR'S RESPONSIBILITY. CONTRACTOR SHALL BE
AWARE OF EXISTING DRAINAGE CONDITIONS AND FACILITIES, AND SHALL PROVIDE FOR DRAINAGE AND EROSION
CONTROL DURING ALL PHASES OF CONSTRUCTION. DAMAGE CAUSED BY IMPROPER TEMPORARY DRAINAGE
FACILITIES SHALL BE REPAIRED AT THE CONTRACTOR'S EXPENSE TO THE SATISFACTION OF THE COR.
LEGEND
3% % % STRAW BALE BARRIER - PER F3/C-501 NORTH

INLET PROTECTION (WIRE MESH AND GRAVEL) - PER F5/C-501
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